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CLS 
Wireless Click Wrench 

Error prooting management and data acquisition  
from 2 to 600 N·m

CLS
Wireless Click Wrench

      Each wrench is delivered with the torque setting key CLS

Data traceability (With FIM EVO) X

Torque and angle values X

Angle monitoring X

Analyze mode with FIM EVO X

Error proofing management X

Batch size X

Re-tighten detection X

Untightening detection X

Reference Designation Capacity Drive D B C
 Weight 
(without  

end-fitting tool)

N·m mm mm mm mm kg

114 32 0020 Freedom CLS 20 20 9 x 12 220 160 53.5 0.60

114 32 0050 Freedom CLS 50 50 9 x 12 270 206 53.5 0.68

114 32 0100 Freedom CLS 100 100 9 x 12 330 266 53.5 0.80

114 32 0200 Freedom CLS 200 200 14 x 18 445 384 53.5 1.18

114 32 0350 Freedom CLS 350 350 14 x 18 690 629 53.5 1.98

114 32 0450 Freedom CLS 450 450 14 x 18 900 838 53.5 2.65

114 32 0600 Freedom CLS 600 600 14 x 18 1200 1138 53.5 3.75

  Small, light, ergonomic and robust

  Productivity of a click wrench with data traceability 

  Accurate and repeatable

  Angle measurement to detect problems during 
      the tightenig operation
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CLS wireless click wrench

 Re-tighten detection untightening 
     detection

 Standard end-fitting

 Highly accurate click - 3° click

 360° ring report 
     Multi-color LED to manage tightening report

 Torque & Angle  
      transducer      

 RF 868MHz o 915MHz  
     to connect to a controller

CLS controllers

 Ergonomic handle 

         

FIM EVO
FIM EVO can manage up to 12 SCS Concept tools (CLS, Freedom3,  
Freedom4, etc) and is designed to manage error proofing, data  
collection and communication protocol.
A controller can manage 2 stations in same time.  
Please see the leaflet for more information.

VPG+
VPG+ can manage SCS Concept tools (CLS, Freedom3,  
Freedom4, etc) and is design to manage error proofing, data 
collection and communication protocol.
Please see the leaflet for more information.

 Click torque or max torque apply

 Mechanical torque adjustment

Part Number Designation

197 14 0045 RF868 Mhz interface for CLS Wrench

197 14 0049 RF915 Mhz interface for CLS Wrench

153 20 0008 FIM EVO 4 output

153 20 0013 FIM EVO  with 16 input & 16 output Wireless charger  
         Part Number: 197 14 0045 

 Productivity 

 Data traceability

 Error proofing management 

 Untightening detection
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