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Discover simplicity
Advanced Tightening Solutions for Quality Control & Production

EN

Micro Solution,
for Macro Performances
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Q-direct GmbH

Zeppelinstr. 2 - 84180 Loiching - Kronwieden - (Germany)
info@q-direct.eu - www.q-direct.eu

SCS Concept Group SaS
6 rue Gaston Prétôt
Parc d’Activités des Courts Cantons
25200 MONTBELIARD- France
info@scsconcept.eu - www.scsconcept.eu

Discover simplicity

Your local distributor

Willing to constantly improve its products, SCS reserves the right to modify the data and technical characteristics described above without notice.

Technical Data

Torque range available: 
0.2 -250 Nm

Available with radio Wi-Fi 
module to be programmed 
in remote way by SQnet+ 
software or customer 
software

Cm\Cmk, SPC

Light and easy to drive

Small dimension to be 
positioned next to 

production line

Test ISO 6789

Features Options

CPU:
Intel®AtomTM D525 Processor 1.8 GHz/1MB L2 cache

Memory: Type II slot 8 GB

Operative System: Windows XP - Windows 7

Display:
Monitor Touch Screen 15”, Resolution 800 x 600, Color Quality 32 bit

Power Supply:
Internal Rechargeable Battery 12V - Battery Life 16 hours

Dimensions:
External Dimensions (cm): 777 x 400 H1350 (without system ISO 6789)

SQnet+, software to manage 
programs, store tests,results 
and statistic charts, statistic 
charts.

Bluetooth radio for external    
wireless transducers.

Actuator with hand wheel, for 
testing dynamometric wrenches 
without operator influence.

Special communication 
protocol for customer 
software.
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